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	EN 492:2004/A1:2005 - Fibre-cement slates and fittings - Product specification and test methods
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	EN 516:2006 - Prefabricated accessories for roofing - Installations for roof access - Walkways, treads and steps

	EN 517:2006 - Prefabricated accessories for roofing - Roof safety hooks

	EN 520:2004+A1:2009 - EN 520:2004+A1:2009 Gypsum plasterboards - Definitions, requirements and test methods

	EN 523:2003 - Steel strip sheaths for prestressing tendons - Terminology, requirements, quality control
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	EN 544:2005 - Bitumen shingles with mineral and/or synthetic reinforcements - Product specification and test methods

	EN 572-9:2004 - Glass in building - Basic soda lime silicate glass products - Part 9: Evaluation of conformity/Product standard

	EN 588-2:2001 - Fibre cement pipes for drains and sewers - Part 2: Manholes and inspection chambers
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	EN 681-3:2000/A1:2002 - Elastomeric seals - Material requirements for joint seals used in water and drainage applications - Part 3: Cellular materials of vulcanized rubber
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	EN 771-2:2003/A1:2005 - Specification for masonry units - Part 1: Clay masonry units

	EN 771-3:2003 - Specification for masonry units - Part 3: Aggregate concrete masonry units (Dense and light-weight aggregates)
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	EN 771-5:2003 - Specification for masonry units - Part 5: Manufactured stone masonry units

	EN 771-5:2003/A1:2005 - Specification for masonry units - Part 5: Manufactured stone masonry units

	EN 771-6:2005 - Specification for masonry units - Part 6: Natural stone masonry units

	EN 777-1:2009 - Multi-burner gas-fired overhead radiant tube heater systems for non-domestic use - Part 1: System D - Safety

	EN 777-2:2009 - Multi-burner gas-fired overhead radiant tube heater systems for non-domestic use - Part 2: System E - Safety

	EN 777-3:2009 - Multi-burner gas-fired overhead radiant tube heater systems for non domestic use - Part 3: System F - Safety

	EN 777-4:2009 - Multi-burner gas-fired overhead radiant tube heater systems for non-domestic use - Part 4: System H - Safety

	EN 778:2009 - Domestic gas-fired forced convection air heaters for space heating not exceeding a net heat input of 70 kW, without a fan to assist transportation of combustion air and/or combustion products

	EN 845-1:2003+A1:2008 - Specification for ancillary components for masonry - Part 1: Ties, tension straps, hangers and brackets

	EN 845-2:2003 - Specification for ancillary components for masonry - Part 2: Lintels

	EN 845-3:2003+A1:2008 - Specification for ancillary components for masonry - Part 3: Bed joint reinforcement of steel meshwork

	EN 858-1:2002 - Separator systems for light liquids (e.g. oil and petrol) - Part 1: Principles of product design, performance and testing, marking and quality control

	EN 858-1:2002/A1:2004 - EN 858-1:2002/A1:2004 - Separator systems for light liquids (e.g. oil and petrol) - Part 1: Principles of product design, performance and testing, marking and quality control

	EN 877:1999 - Cast iron pipes and fittings, their joints and accessories for the evacuation of water from buildings - Requirements, test methods and quality assurance

	EN 877:1999/A1:2006 - EN 877:1999/A1:2006 - Cast iron pipes and fittings, their joints and accessories for the evacuation of water from buildings - Requirements, test methods and quality assurance

	EN 877:1999/A1:2006/AC:2008 - EN 877:1999/A1:2006/AC:2008 - Cast iron pipes and fittings, their joints and accessories for the evacuation of water from buildings - Requirements, test methods and quality assurance

	EN 934-2:2009 - EN 934-2:2009 Admixtures for concrete, mortar and grout - Part 2: Concrete admixtures - Definitions, requirements, conformity, marking and labelling

	EN 934-3:2009 - EN 934-3:2009 Admixtures for concrete, mortar and grout - Part 3: Admixtures for masonry mortar - Definitions, requirements, conformity, marking and labelling

	EN 934-4:2009 - EN 934-4:2009 Admixtures for concrete, mortar and grout - Part 4: Admixtures for grout for prestressing tendons - Definitions, requirements, conformity, marking and labelling

	EN 934-5:2007 - Admixtures for concrete, mortar and grout - Part 5: Admixtures for sprayed concrete - Definitions, requirements, conformity, marking and labelling

	EN 969:2009 - Ductile iron pipes, fittings, accessories and their joints for gas pipelines - Requirements and test methods

	EN 997:2003 - WC pans and WC suites with integral trap

	EN 997:2003/A1:2006 - EN 997:2003/A1:2006 - WC pans and WC suites with integral trap

	EN 998-1:2003 - Specification for mortar for masonry - Part 1: Rendering and plastering mortar

	EN 998-1:2003/AC:2005 - EN 998-1:2003/AC:2005 - Specification for mortar for masonry - Part 1: Rendering and plastering mortar

	EN 998-1:2010 - EN 998-1:2010 Specification for mortar for masonry – Part 1: Rendering and plastering mortar

	EN 998-2:2003 - Specification for mortar for masonry - Part 2: Masonry mortar

	EN 998-2:2010 - EN 998-2:2010 Specification for mortar for masonry – Part 2: Masonry mortar

	EN 1020:2009 - Non-domestic forced convection gas-fired air heaters for space heating not exceeding a net heat input of 300 kW incorporating a fan to assist transportation of combustion air or combustion products

	EN 1036-2:2008 - Glass in building - Mirrors from silver-coated float glass for internal use - Part 2: Evaluation of conformity; product standard

	EN 1051-2:2007 - Glass in building - Glass blocks and glass pavers - Part 2: Evaluation of conformity/Product standard

	EN 1057:2006+A1:2010 - Copper and copper alloys - Seamless, round copper tubes for water and gas in sanitary and heating applications

	EN 1090-1:2009 - EN 1090-1:2009 Execution of steel structures and aluminium structures - Part 1: Requirements for conformity assessment of structural components

	EN 1090-1:2009/AC:2010 - EN 1090-1:2009/AC:2010 Execution of steel structures and aluminium structures - Part 1: Requirements for conformity assessment of structural components

	EN 1096-4:2004 - Glass in building - Coated glass - Part 4: Evaluation of conformity/Product standard

	EN 1123-1:1999 - Pipes and fittings of longitudinally welded hot-dip galvanized steel pipes with spigot and socket for waste water systems - Part 1: Requirements, testing, quality control

	EN 1123-1:1999/A1:2004 - Pipes and fittings of longitudinally welded hot-dip galvanized steel pipes with spigot and socket for waste water systems - Part 1: Requirements, testing, quality control

	EN 1124-1:1999 - Pipes and fittings of longitudinally welded stainless steel pipes with spigot and socket for waste water systems - Part 1: Requirements, testing, quality control

	EN 1124-1:1999/A1:2004 - Pipes and fittings of longitudinally welded stainless steel pipes with spigot and socket for waste water systems - Part 1: Requirements, testing, quality control

	EN 1125:2008 - Building hardware - Panic exit devices operated by a horizontal bar, for use on escape routes - Requirements and test methods

	EN 1154:1996/A1:2002 - Building hardware - Controlled door closing devices - Requirement and test methods

	EN 1154:1996/A1:2002/AC:2006 - EN 1154:1996/A1:2002/AC:2006 Building hardware - Controlled door closing devices - Requirements and test methods

	EN 1155:1996/A1:2002/AC:2006 - EN 1155:1996/A1:2002/AC:2006 Building hardware - Electrically powered hold-open devices for swin doors - Requirements and test methods

	EN 1155:1997/A1:2002 - Building hardware - Electrically powered hold-open devices for swing doors - Requirements and test methods

	EN 1158:1997/A1:2002 - Building hardware - Door coordinator devices - Requirements and test methods

	EN 1158:1997/A1:2002/AC:2006 - EN 1158:1997/A1:2002/AC:2006 - Building hardware - Door coordinator devices - Requirements and test methods

	EN 1168:2005+A2:2009 - EN 1168:2005+A2:2009 Precast concrete products - Hollow core slabs

	EN 1279-5:2005+A1:2008 - EN 1279-5:2005+A1:2008 Glass in building - Insulating glass units - Part 5: Evaluation of conformity

	EN 1279-5:2005+A2:2010 - EN 1279-5:2005+A2:2010 Glass in building - Insulating glass units - Part 5: Evaluation of conformity

	EN 1304:2005 - Clay roofing tiles and fittings - Product definitions and specifications

	EN 1317-5:2007+A1:2008 - Road restraint systems - Part 5: Product requirements and evaluation of conformity for vehicle restraint systems

	EN 1319:2009 - Domestic gas-fired forced convection air heaters for space heating, with fan-assisted burners not exceeding a net heat input of 70 kW

	EN 1337-3:2005 - Structural bearings - Part 3: Elastomeric bearings

	EN 1337-4:2004 - Structural bearings - Part 4: Roller bearings

	EN 1337-4:2004/AC:2007 - EN 1337-4:2004/AC:2007

	EN 1337-5:2005 - Structural bearings - Part 5: Pot bearings

	EN 1337-6:2004 - Structural bearings - Part 6: Rocker bearings

	EN 1337-7:2004 - Structural bearings - Part 7: Spherical and cylindrical PTFE bearings

	EN 1337-8:2007 - Structural bearings - Part 8: Guide Bearings and Restraint Bearings

	EN 1338:2003 - Concrete paving blocks - Requirements and test methods

	EN 1338:2003/AC:2006 - EN 1338:2003/AC:2006 Concrete paving blocks - Requirements and test methods

	EN 1339:2003 - Concrete paving flags - Requirements and test methods

	EN 1339:2003/AC:2006 - EN 1339:2003/AC:2006 Concrete paving flags - Requirements and test methods

	EN 1340:2003 - Concrete kerb units - Requirements and test methods

	EN 1340:2003/AC:2006 - EN 1340:2003/AC:2006 Concrete kerb units - Requirements and test methods

	EN 1341:2001 - Slabs of natural stone for external paving - Requirements and test methods

	EN 1342:2001 - Setts of natural stone for external paving - Requirements and test methods

	EN 1343:2001 - Kerbs of natural stone for external paving - Requirements and test methods

	EN 1344:2002 - Clay pavers - Requirements and test methods

	EN 1423:1997/A1:2003 - Road marking materials - Drop on materials - Glass beads, antiskid aggregates and mixtures of the two

	EN 1433:2002 - Drainage channels for vehicular and pedestrian areas - Classification, design and testing requirements, marking and evaluation of conformity

	EN 1433:2002/A1:2005 - Drainage channels for vehicular and pedestrian areas - Classification, design and testing requirements, marking and evaluation of conformity

	EN 1457:1999/A1:2002 - Chimneys - Clay/ceramic flue liners - Requirements and test methods

	EN 1457:1999/A1:2002/AC:2007 - EN 1457:1999/A1:2002/AC:2007

	EN 1457:1999/AC:2006 - Chimneys - Clay/Ceramic Flue Liners - Requirements and test methods

	EN 1463-1:2009 - Road marking materials - Retroflecting road studs - Part 1: Initial performance requirements

	EN 1469:2004 - Natural stone products - Slabs for cladding - Requirements

	EN 1504-2:2004 - Products and systems for the protection and repair of concrete structures - Definitions, requirements, quality control and evaluation of conformity - Part 2: Surface protection systems for concrete

	EN 1504-3:2005 - Products and systems for the protection and repair of concrete structures - Definitions, requirements, quality control and evaluation of conformity - Part 3: Structural and non-structural repair

	EN 1504-4:2004 - Products and systems for the protection and repair of concrete structures - Definitions, requirements, quality control and evaluation of conformity - Part 4: Structural bonding

	EN 1504-5:2004 - Products and systems for the protection and repair of concrete structures - Definitions, requirements, quality control and evaluation of conformity - Part 5: Concrete injection

	EN 1504-6:2006 - Products and systems for the protection and repair of concrete structures - Definitions, requirements, quality control and evaluation of conformity - Part 6: Anchoring of reinforcing steel bar

	EN 1504-7:2006 - Products and systems for the protection and repair of concrete structures - Definitions, requirements, quality control and evaluation of conformity - Part 7: Reinforcement corrosion protection

	EN 1520:2002 - Prefabricated reinforced components of lightweight aggregate concrete with open structure

	EN 1520:2002/AC:2003 - EN 1520:2002/AC:2003 Prefabricated reinforced components of lightweight aggregate concrete with open structure

	EN 1748-1-2:2004 - Glass in building - Special basic products - Borosilicate glasses - Part 1-2: Evaluation of conformity/Product standard

	EN 1748-2-2:2004 - Glass in building - Special basic products - Glass ceramics - Part 2-2: Evaluation of conformity/Product standard

	EN 1806:2006 - Chimneys - Clay/ceramic flue blocks for single wall chimneys - Requirements and test methods

	EN 1825-1:2004 - Grease separators - Part 1: Principles of design, performance and testing, marking and quality control

	EN 1825-1:2004/AC:2006 - EN 1825-1:2004/AC:2006 Grease separators - Part 1: Principles of design, performance and testing, marking and quality control

	EN 1856-1:2009 - EN 1856-1:2009 Chimneys - Requirements for metal chimneys - Part 1: System chimney products

	EN 1856-2:2009 - EN 1856-2:2009 Chimneys - Requirements for metal chimneys - Part 2: Metal liners and connecting flue pipes

	EN 1857:2003+A1:2008 - Chimneys - Components - Concrete flue liners

	EN 1857:2010 - EN 1857:2010 Chimneys - Components - Concrete flue liners

	EN 1858:2008 - EN 1858:2008 Chimneys - Components - Concrete flue blocks

	EN 1863-2:2004 - Glass in building - Heat strengthened soda lime silicate glass - Part 2: Evaluation of conformity/Product standard

	EN 1873:2005 - Prefabricated accessories for roofing - Individual roof lights of plastics - Product specification and test methods

	EN 1916:2002 - Concrete pipes and fittings, unreinforced, steel fibre and reinforced

	EN 1916:2002/AC:2008 - EN 1916:2002/AC:2008 - Concrete pipes and fittings, unreinforced, steel fibre and reinforced

	EN 1917:2002 - Concrete manholes and inspection chambers, unreinforced, steel fibre and reinforced

	EN 1917:2002/AC:2008 - EN 1917:2002/AC:2008 - Concrete manholes and inspection chambers, unreinforced, steel fibre and reinforced

	EN 1935:2002 - Building hardware - Single-axis hinges - Requirements and tests methods

	EN 1935:2002/AC:2003 - EN 1935:2002/AC:2003 Building hardware - Single-axis hinges - Requirements and test methods

	EN 10025-1:2004 - Hot rolled products of structural steels - Part 1: General technical delivery conditions

	EN 10088-4:2009 - Stainless steels - Part 4: Technical delivery conditions for sheet/plate and strip of corrosion resisting steels for construction purposes

	EN 10088-5:2009 - Stainless steels - Part 5: Technical delivery conditions for bars, rods, wire, sections and bright products of corrosion resisting steels for construction purposes

	EN 10210-1:2006 - Hot finished structural hollow sections of non-alloy and fine grain steels - Part 1: Technical delivery conditions

	EN 10219-1:2006 - Cold formed welded structural hollow sections of non-alloy and fine grain steels - Part 1: Technical delivery conditions

	EN 10224:2002 - Non-alloy steel tubes and fittings for the conveyance of aqueous liquids including water for human consumption - Technical delivery conditions

	EN 10224:2002/A1:2005 - Non-alloy steel tubes and fittings for the conveyance of aqueous liquids including water for human consumption - Technical delivery conditions

	EN 10255:2004+A1:2007 - Non-Alloy steel tubes suitable for welding and threading - Technical delivery conditions

	EN 10311:2005 - Joints for the connection of steel tubes and fittings for the conveyance of water and other aqueous liquids

	EN 10312:2002 - Welded stainless steel tubes for the conveyance of aqueous liquids including water for human consumption - Technical delivery conditions

	EN 10312:2002/A1:2005 - Welded stainless steel tubes for the conveyance of aqueous liquids including water for human consumption - Technical delivery conditions

	EN 10340:2007 - Steel casting for structural uses

	EN 10340:2007/AC:2008 - EN 10340:2007/AC:2008 Steel casting for structural uses

	EN 10343:2009 - Steels for quenching and tempering for construction purposes - Technical delivery conditions

	EN 12004:2007 - EN 12004:2007 - Adhesives for tiles - Requirements, evaluation of conformity, classification and designation

	EN 12050-1:2001 - Wastewater lifting plants for buildings and sites- Principles of construction and testing - Part 1: Lifting plants for wastewater containing faecal matter

	EN 12050-2:2000 - Wastewater lifting plants for buildings and sites - Principles of construction and testing - Part 2: Lifting plants for faecal-free wastewater

	EN 12050-3:2000 - Wastewater lifting plants for buildings and sites - Principles of construction and testing - Part 3: Lifting plants for wastewater containing faecal matter for limited applications

	EN 12050-4:2000 - Wastewater lifting plants for buildings and sites - Principles of construction and testing - Part 4 : Non-return valves for faecal-free wastewater and wastewater containing faecal matter

	EN 12057:2004 - Natural stone products - Modular tiles - Requirements

	EN 12058:2004 - Natural stone products - Slabs for floors and stairs - Requirements

	EN 12094-1:2003 - Fixed firefighting systems - Components for gas extinguishing systems - Part 1: Requirements and test methods for electrical automatic control and delay devices

	EN 12094-2:2003 - Fixed firefighting systems - Components for gas extinguishing systems - Part 2: Requirements and test methods for non-electrical automatic control and delay devices

	EN 12094-3:2003 - Fixed firefighting systems - Components for gas extinguishing systems - Part 3: Requirements and test methods for manual triggering and stop devices

	EN 12094-4:2004 - Fixed firefighting systems - Components for gas extinguishing systems - Part 4: Requirements and test methods for container valve assemblies and their actuators

	EN 12094-5:2006 - EN 12094-5:2006 Fixed firefighting systems - Components for gas extinguishing systems - Part 5: Requirements and test methods for high and low pressure selector valves and their actuators for CO2 systems

	EN 12094-6:2006 - EN 12094-6:2006 Fixed firefighting systems - Components for gas extinguishing systems - Part 6: Requirements and test methods for non-electrical disable devices for CO2 systems

	EN 12094-7:2000 - Fixed firefighting systems - Components for gas extinguishing systems - Part 7: Requirements and test methods for nozzles for CO2 systems

	EN 12094-7:2000/A1:2005 - Fixed firefighting systems - Components for gas extinguishing systems - Part 7: Requirements and test methods for nozzles for CO2 systems

	EN 12094-8:2006 - Fixed firefighting systems - Components for gas extinguishing systems - Part 8: Requirements and test methods for connectors

	EN 12094-9:2003 - Fixed firefighting systems - Components for gas extinguishing systems - Part 9: Requirements and test methods for special fire detectors

	EN 12094-10:2003 - Fixed firefighting systems - Components for gas extinguishing systems - Part 10: Requirements and test methods for pressure gauges and pressure switches

	EN 12094-11:2003 - Fixed firefighting systems - Components for gas extinguishing systems - Part 11: Requirements and test methods for mechanical weighing devices

	EN 12094-12:2003 - Fixed firefighting systems - Components for gas extinguishing systems - Part 12: Requirements and test methods for pneumatic alarm devices

	EN 12094-13:2001 - Fixed firefighting systems - Components for gas extinguishing systems - Part 13: Requirements and test methods for check valves and non-return valves

	EN 12094-13:2001/AC:2002 - EN 12094-13:2001/AC:2002 Fixed firefighting systems - Components for gas extinguishing systems - Part 13: Requirements and test methods for check valves and non-return valves

	EN 12101-1:2005 - Smoke and heat control systems - Part 1: Specification for smoke barriers

	EN 12101-1:2005/A1:2006 - EN 12101-1:2005/A1:2006 - Smoke and heat control systems - Part 1: Specification for smoke barriers

	EN 12101-2:2003 - Smoke and heat control systems - Part 2: Specification for natural smoke and heat exhaust ventilators

	EN 12101-3:2002 - Smoke and heat control systems - Part 3 : Specification for powered smoke and heat exhaust ventilators

	EN 12101-3:2002/AC:2005 - Smoke and heat control systems - Part 3: Specification for powered smoke and heat exhaust ventilators

	EN 12101-6:2005 - Smoke and heat control systems - Part 6: Specification for pressure differential systems - Kits

	EN 12101-6:2005/AC:2006 - EN 12101-6:2005/AC:2006 Smoke and heat control systems - Part 6: Specification for pressure differential systems - Kits

	EN 12101-10:2005 - Smoke and heat control systems - Part 10: Power supplies

	EN 12101-10:2005/AC:2007 - EN 12101-10:2005/AC:2007 Smoke and heat control systems - Part 10: Power supplies

	EN 12150-2:2004 - Glass in building - Thermally toughened soda lime silicate safety glass - Part 2: Evaluation of conformity/Product standard

	EN 12209:2003 - Building hardware - Locks and latches - Mechanically operated locks, latches and locking plates - Requirements and test methods

	EN 12209:2003/AC:2005 - EN 12209:2003/AC:2005 Building hardware - Locks and latches - Mechanically operated locks, latches and locking plates - Requirements and test methods

	EN 12259-1:1999 + A1:2001 - Fixed firefighting systems - Components for sprinkler and water spray systems - Part 1: Sprinklers

	EN 12259-1:1999+A1:01/A2:04 - Fixed firefighting systems components for sprinkler and waterspray systems - Part 1:Sprinklers

	EN 12259-1:1999+A1:01/A3:06 - EN 12259-1:1999 + A1:2001/A3:2006 - Fixed firefighting systems - Components for sprinkler and water spray systems - Part 1: Sprinklers

	EN 12259-2:1999/A1:2001 - Fixed firefighting systems - Components for sprinkler and water spray systems - Part 2: Wet alarm valve assemblies

	EN 12259-2:1999/A2:2005 - EN 12259-2:1999/A2:2005 - Fixed firefighting systems - Components for sprinkler and water spray systems - Part 2: Wet alarm valve assemblies
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